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1 . Tool box to hold ALL of the tools. Tools 
should be selected to fit into box. 


2. Steel carpenter hammer. 
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3. Rubber mallet. 



4. Hand drill. 



5. Steel drill bits for use in hand drill. 

3 mm (3/8 inch) purchase several as these 
break. 

6 mm (1/4 inch) 
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carpenter's square. 
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13. Inexpensive brush for use with 
vegetable oil. 
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14. Small and large screwdrivers. 



15. Tin snips for cutting screening 
material. 



16. Wire brush for cleaning steel mold. 


17. Carpenter's level. 
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22. Bucket that fits into top of 
concrete filter and on top 
of the ledge inside filter. 


23. Bucket for handling water, sand, gravel and concrete. 


24. Small bucket for measuring water, sand and gravel when 
making concrete. 



. Large plastic container for saving water used for washing sand and 
gravel. Water can be recycled. 
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29. Plastic sheeting 
for protection 
of work area. 
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37. PVC cement for use with PVC pipe and elbows. 
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41. Wrenches (spanners) for use 
with bolts on steel mold as 
shown in #41. 
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43. Mosquito screening - metal (must be strong). 
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44. Plastic screening that is the same size openings as 
mosquito netting - must be strong. 



45. Chicken wire. 
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46. Expanded metal screening with 6mm opening. 
Available in sheets as shown below. 
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47. Portland cement - All Purpose Cement as shown. 


48. Crushed rock for use as gravel 
aggregate when making concrete. 



49. Clean construction sand for use when 
making concrete. May need to be screened 
to remove large particles, clay and organic 
material before use. 


50. Quarry for crushed rock 
used for filter media. 




5 1 . Fine crushed rock for use 
in filter. 

52. 6mm to 12.5 mm crushed 
rock for use in filter. 
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53. Chlorine bleach - JIK. 


#54 


55. Vegetable oil for use with steel mold. 
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55. Steel rods approximately 16 mm in diameter and 1.5 meters 
long for working concrete. 


56. Wood for 'measuring stick'. 

Long piece about 1.5 m long - 12.5 mm in diameter. 
Short cross-piece .5 m long - 12.5 mm in diameter. 

(Note that the diameters are minimum - diameter can be up 
to 75 mm and still work well.) 



58. Permanent felt marking pen. 

59. Box of rags for working with vegetable oil and steel mold. 
60 Work gloves. 
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